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Timeless style, longer life

Milano

category: tile   style: milano   colour: RoSSo
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**(quoted by BHP in BIEC clips issue 48, 8/97 for uncoated Zincalume®).

attractive, unique appearance 
using leading edge technology, Ahi roofing has further 
extended its range of steel roof tiles with Decra Milano 
tile – a profile with the timeless look of traditional 
Mediterranean roofs. Architects and specifiers will enjoy 
working with the soft curves and versatility of this strong 
inter-locking profile on a wide range of roof styles. 

Milano tile comes in a wide range of colours which 
incorporates the traditional tile patched effect resulting 
in a simply stunning roof for your home. 

SounD conStruction,  
hiGh DuraBility
Milano roofing tiles are manufactured from aluminium-
zinc coated steel which offers superior protection from 
the elements. 

Each panel is first pressed then an acrylic base coat is 
applied into which natural stone chips are embedded.  
An acrylic overglaze is then applied as a finishing seal. 
the underside of each tile has a protective coating 
of clear acrylic resin. because all Milano roofing tile 
coatings are applied after pressing there are no problems 
with micro cracking. in addition, Milano roofing tiles 
make an ideal cladding over a pitched concrete slab.
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more yearS With lonG 
laStinG Zincalume®

the layerS in milano 
tileS offer lonG laStinG 
protection anD StrenGth 
Without exceSS WeiGht.

Timeless style, longer life
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Superior WinD 
reSiStance
Milano roofing tiles have 
a unique horizontal fixing 
system. because each panel 
is fixed horizontally to 
roof battens, wind shear is 
virtually eliminated. Most 
other roofing products rely 
on vertical fixing methods 
that are prone to lifting in 
high winds.

CoNCrEtE & 
CLAy tiLEs

7 tonneS

MiLANo

1 tonne

liGhtWeiGht not 
DeaDWeiGht
Milano roofing tiles are 1/6th the 
weight of concrete tiles over an 
equivalent roof area. this means 
substantial savings can be achieved 
in a building’s structural costs. 
Lower overhead weight is also safer 
in earthquake prone areas.

Timeless style, longer life



Distributor:

technical information:

milano tile 

overall length:  1335 mm 

Length of cover:  1215 mm 

Width of cover:  368 mm 

upstand:  22 mm 

roof cover/tile:   0.45 m2 

Coverage tiles/m2: 2.2 tile /m2 

Weight/unit:  2.9 kg 

Barrel 150

overall length  400 mm

Length of cover  370 mm

Weight/ unit 0.6 kg

SiDe flaShinG

overall length  2000 mm

Length of cover  1900 mm

upturn  86 mm

Width  17 mm

Downturn 57 mm

Weight/unit 1.4 kg

milano Wall flaShinG

overall length  1308 mm

Length of cover  1215 mm

Weight/ unit 1.4 kg

milano riDGe flaShinG a

overall length  1308mm

Length of cover  1215mm

Weight/ unit 1.0kg

Barrel enD 150

Diameter  150 mm

Weight/ unit 0.1 kg

flat Sheet

overall length  2000 mm

Width 400/490 mm

Weight/unit 3.9/4.8 kg

DMiLsAL EiN 0509 © Copyright 2009 Ahi roofiNg LiMitED

ahi roofing limited
90-104 felton Mathew Ave 
po box 18071,  
glen innes 
Auckland 1743,  
New Zealand
tel: +64 9 978 9010 
fax: +64 9 978 9069 
export@ahiroofing.co.nz

asia regional office 
Lot 12, Nilai industrial Estate, 
71800 Nilai, Negeri sembilan 
Malaysia
tel: +60 6 799 1877 
fax: +60 6 799 1827 
info@ahiroofing.com.my

european regional office
Ahi roofing Kft
h-8100 Várpalota, fehérvári út 28/14
hungary
tel: +36 88 552 810
fax: +36 88 552 888 
info@gerardroofs.eu

Japan regional office 
6f pinex Kojimachi 
4-4-3 Kojimachi, Chiyoda-ku 
toyko 102-0083, Japan
tel: +81 3 3264 8701 
fax: +81 3 3264 8726 
info@ahiroofing.jp

middle east regional office 
Emirates towers, Level 41 
sheikh Zayed rd 
po box 31303, Dubai 
united Arab Emirates
tel: 971 4 319 7685 
fax: 971 4 319 7687 
ahiroof@emirates.net.ae

africa regional office
11 station rd, toddington 
bedfordshire Lu5 6bN 
tel: 44 0 1525 634255 
fax: 44 0 1525 634266 
ahi.roof@ntlworld.com 

china regional office
room 2301, renfeng building, 
490 tianhe road, 
tianhe district, 
guangzhou 510630, 
China
tel: 86 20 3888 9577
fax: 86 20 3888 9575
info@ahiroofing.com.cn

for further technical information  
or aSSiStance contact:
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